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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

TECHNICAL NOTE 2291

INFLUENCE OF WALL BOUNDARY LAYER UPON THE
PERFORMANCE OF AN AXIAL-FLOW FAN ROTORT

By Emanuel Boxer
SUMMARY

An experimental investigation has been conducted to determine the
effects of the wall boundary layer upon the performance of an axial-
flow fan rotor. Tests were conducted at low Mach numbers and at one
blade angle on a fan designed to have uniform downstream tangential
velocity. The maximum disturbed-flow region of the six boundary-layer
configurations tested exceeded one-half of the annular width of the duct

and the peak efficlency was reduced 2% percent for this condition. The

over-all loss in efficiency may possibly be reduced by decreasing the
blade pitch angle in the boundary-layer region to conform to the upstream
veloclity profile.

INTRODUCTION

In the design of axial-flow fan and compressor rotors; the retarda-
tion of flow in the boundary layer is generally ignored and the axial
velocilty upstream of the rotor is assumed to be constant from wall to
wall, Calculations, based upon thils assumption and upon appropriate
cascade data, yield results that are in good agreement with experimental
results obtained in previous laboratory lnvestigations (references 1 to
3), which were made under nearly ideal conditions (that is, uniform
axial veloclity and minimum blade-tip clearance and boundary-layer thicke
ness). Ideal conditions are seldom encountered, however, in actual axial-
flow-fan or compressor installations because duct bends and long rough-
jolnted expanding ducts materially affect the flow pattern. In addition,
the three~dimensional effect of the high-pressure-rise rotor and the tip-
clearance effects tend to increase the boundary-layer thickness through
geveral stages of a compressor. (See reference 1.)

lsupersedes the recently declassified RM L6J18b entitled "Influence
of Wall Boundary Layer upon the Performance of an Axial-Flow Fan Rotor"
by Emanuel Boxer.
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Although the efficiency decrement caused by increasing the tip
clearance has been determined for specific fans (references 1 and 3),
no data are available on the effects of wall boundary layer upon fan
performance., The present Investigation was therefore undertaken to
determine experimentally the effects of wall boundary layer upon the
operating characteristics of an axial-flow fan rotor. The tests were
made in the Langley propeller-research-tunnel laboratory at low Mach
numbers, with one blade design at one blade angle for six boundary-layer
configurations; the maximum thickness of the disturbed flow region on
one wall was approximately one-third of the duct annular width.

SYMBOLS
D inside diameter of fan casing, feet
H total pressure, pounds per square foot
Ja\: ! total-pressure rise, pounds per square foot
M weighted average total-pressure rise, pounds.per square foot
. t HQ'Va2 ) Hlval 222
Ty Qo Q

n rotational speed, revolutions per second
Q quantity rate of flow, cubic feet per second
d axial dynamic pressure of fan, pounds per square foot
r radius, feet
R radius to fan casing, feet

Tt
T torque, pound—feet nk/P pguévaer are

Th
u absolute tangential velocity, feet per second
A absolute velocity, feet per second
Va axial velocity of air, feet per second
N radial distance from wall, inches
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B inlet air angle; angle between effective relative entering
air direction and fan axis, degrees (see fig. 1, also
reference 1)

S) boundary-layer thickness, inches
6 effective turning angle, degrees (see fig. 1, also reference 1)
_1f #mrn - 2u,
B - tan™ ———t
v, +V
i
o] mass density of alr, slugs per cubic foot
. - AH
Ch total~-pressure-rise coefficient | ———m—m—
p n2D2
1
. T
Cp torque coefficlent 55
PR D
o* displacement boundary-layer thickness, inches JF - ﬁr-dy
0

Ql/nD3 quantity coefficient

o 1 Cg Q1
g total-pressure-rise efficlency {|{— — —
Ang loss in total-pressure-~rise efficiency, percent
Subscripts:
a axial
h hub
t tip
1 local
1 upstream of fan
2 downstream of fan

Bar over symbol indicates an average value.
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APPARATUS AND METHODS

The test setup shown schematically in figure 2 has been completely
described in reference 1. The instrumentation and equipment is the same
as that used in reference 1 with the exception of the spoilers (fig. 3).
These spoilers, made of L -inch aluminum sheet, projected é inch and

16

1 inch from the duct walls and were located 3% blade chords upstream of

the rotor center line. The fan blades shown in figure 4 are the blades
used in fan 1 of reference 1; these blades were designed to yield uniform
downstream tangential veloc1ty. The blade-angle setting was increased
5 beyond the design point to a value of 50° at the hub section for the

present tests.

The testing procedure was similar to that used in reference 1. At
a fan rotational speed of 3020 rpm (within +10 rpm) measurements were
made of the total and static pressures and of flow angles upstream and
downstream of the fan rotor at 20 to 28 radial survey positions. The
throttle was adjusted to vary the flow in six approximately equal incre-
ments between wide-open throttle and surge. The test readings were cone- .
verted to the fan coefficients given in the list of symbols.

Tests were made first without spoilers to determine the basic fan
performance characteristics; the spoilers then were inserted one at a
time on the inner and outer walls. 1In addition, one series of tests

was made with the i--inch inner spoiler and the %u-inch outer spoiler in

place. 1In all, six boundary-layer configurations were tested.
BOUNDARY~-LAYER THICKNESS

The velocity profiles of the turbulent boundary layers measured
ki inches downstream of the spoilers are shown in figure 5 for the maximum
air-flow condition. The scale used in this figure is for convenience in
indicating the distance from either wall. A disturbed region of flow
approximately one-third of the duct annular width was caused by each of

the %--inch spoilers. Since the expected efficiency loss is a function

of both the extent of the boundary layer and the severity of the velocity
retardation, the displacement boundary=-layer thickness &% 1s considered

the prime parameter determining the efficiency loss. The value of &% -
for each boundary-layer condition at the value of Q /nD corresponding

to peak efficiency is given in the following table:
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o* )
(in.)
Condition
’ Inner Outer
surface surface
No spoiler 0.027 0.014
'z:;- -inch spoiler |  .069 . 060
%-—inch spoiler .113 J1hL

The variation of the displacement boundary-layer thickness with Ql/nD3

is shown for the condition of the %-—inch outer spoiler at 3020 rpm in
figure 6.

RESULTS AND DISCUSSION

Results showing the variation of Cg, Cr, and ng Wwith Ql/nD3

are presented in figures 7 and 8. No attempt was made to determine the
effect of the boundary layer on the surge point; however, it was observed
that, with a thickened boundary layer, surging occurred at a slightly
higher quantity rate of flow.

Fan Characteristics

The peak fan efficiency is only slightly affected by an increase
in wall boundary-layer thickness; a maximum decrease 1n peak efficiency

of 2% percent is noted (fig. 8) for the condition in which one-half of

the rotor blade is operating in a region of reduced velocity. The decrease

in efficiency observed with each of the %n-inch spoilers in place 1s

within the accuracy of the tests, which was estimated at 1 percent. Each

of the %-—inch spoilers reduced the peak efficiency slightly more than

2 percent, In most cases the peak efficiency is shifted to lower values
of Ql/nD3 presumably because a reduction in the over-all flow is

necessary to allow the blade elements in the undisturbed flow to operate
at the design angles. At the low blade loadings (that is, high values
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of Ql/nD3) the thickest~boundary-layer configuration reduced the
efficiency approximately 8 percent.

The decrease in the peak efficiency as a function of the total dis-
placement boundary-layer thickness on both walls is shown in figure 9.
Because of the scatter of the data, a single curve has been faired through
points representing the results of increasing the boundary layer on the
inner and outer walls. Caution shculd be used in extending these pre-~
liminary results to estimated losses for other fan designs or to larger

values of ©%.

Increasing the boundary-layer thickness does not ma%erially affect
the torque and total-pressure-rise coefficients. In general, for the
lesser boundary-layer thicknesses, the values of both Cp and Ch

increase, With the %--inch gpoiler in place, the efficiency decrgase

is caused mainly by a decrease in Cye

Radial Surveys

The radial distribution of the inlet air and turning angles and of
the axial and tangential components of the downstream velocity 1s pre-
sented in figure 10 for a value of Ql/nD3 of 0.760. The angles are
computed by using the mean axial velocity at each radial station. With
the exception of the curves for the no-spoiler condition, the plots have
been obtained by interpolating between tests points because the quantity
rate of flow could not be determined except by integration of the axial
velocity. The variation with Ql/nD3 of the quantities involved is very

nearly linear in the region near the value of 0.760 for Qj/nmD3.

Inspection of figure 10 indicates that these trends could have been
predicted qualitatively. The reduced downstream velocity in the boundary-
layer region requires an increase in velocity in the rest of the flow
field to maintain the same quantity rate of flow. The decrease in velocity
appears as an increase in the inlet air angle, and, conversely, the inlet
air angle is reduced in the increased-velocity region. The turning angles
are relatively unaffected since the increased angle of attack of the
blade section, evidenced by an increased value of B, is countered by a
decreased capacity of the blade section to turn the air at the greater
inlet air angles, that is, the slope of the curve of 6 against angle
of attack decreases with increasing values of B.

Although the boundary-layer depth was varied conslderably, the points
near the walls at which the tangentlal velocity and turning angle decrease
rapidly remained fixed. The radial positions of these points apparently
are dependent upon the tip clearance (see reference 1) and upon secondary

@
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flows at the hub and are not affected by the increased upstream boundary
layer. Since the principal rotor losses appear in the region indicated
by the rapid decrease in turning angle, the efficiency loss observed with
thickening boundary layer may be assumed to be caused by a low lift-drag
ratio of the blade sections operating at greater angles of attack in that
part of the boundary-layer flow unaffected by tip-clearance and hub
effects. The reason for this assumption may be seen in figure 11 in

which the results obtalned by using the %--inch outer spoller are compared

with results calculated by using the turning angles given in reference 2
corresponding to the effective inlet air angles measured in the present
tests. The curves for the total-pressure rise and turning angles show
good agreement with the calculated slopes except near the walls (figs. 11(a)
and 11(b)). The turning angle tends to increase slightly at the tip in
accordance with two-dimensional data before decreasing under the influence
of the tip flows (fig. 11(b)). The total-pressure rise obtained experiw
mentally decreases throughout the outer boundary-layer region although
the experimentally obtained turning angle is unaffected until a point
closer to the wall is reached. Since the calculated total-pressure rise
was computed by use of the equation

2
v 2
@_=% ;i {mﬁﬁ-mﬁm-9)+6mﬁ-twm-eﬂ
Ga, E Val

(where the section efficiency g is assumed to be equal to 1.00 and
s

the initial tangential velocity is nonexistent), the air must be less
efficlently turned in that part of the boundary layer unaffected by tip-
clearance losses., The over-all loss in efficiency caused by the boundary

» layer may possibly be reduced by decreasing the pitch angle of the rotor

blades in the boundary-layer region 1f the upstream velocity profile is
known. The blade sections would then operate near the design angle of
attack at the design condition.

CONCLUDING REMARKS

An experimental investigation has been conducted to determine the
effects of the wall boundary layer upon the performance of an axial-flow
fan rotor. The maximum disturbed-flow region of the six boundary-layer
configurations tested exceeded one-half of the annular width of the duct

and the peak efficlency was reduced 2% percent for this condition. The

over-all loss in efficiency may possibly be reduced by decreasing the
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blade pitch angle in the boundary-layer region to conform to the upstream
veloclty profile.

Langley Aeronautical Laboratory
National Advisory Committee for Aeronautics
Langley Field, Va., November 15, 1946
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Figure 4.- Drawing of rotor blades.
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Figure 6.- Variation of &* with Q1/nD3 upstream of fan. Rotatibnal

speed, 3020 rpm; 1 -inch outer spoiler.
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Figure 8.- Fan efficiencies.
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